APPENDIX N

MATERIAL SAFETY DATA SHEET

PRODUCT
EC9527A COREXIT 9527
NALCO/EXXON = T —
mergency 1elepnone Nu ar
ENERGY CHEMICALS, L.R 5. ical (300) 462-5378 (24 hours) {800) FMFALERT

TRADE NAME: ECe527TA COREXIT 9527
DESCRIPTION: A blend of oxyvalkylate pelymers, organic sulfonic acid salt,
substituted fatty ester, and glycol ether

NFPA T704M/HMIS RATING 2/2 HEALTH 2/2 FLAMMABILITY 0/0 REACTIVITY 0 OTHER
O=Insignificant 1=S1light 2=Moderate 3=High 4=Extreme

our hazard evaluation has identified the follewing chemical ingredient(s) as
hazardous under OSHA's Hazard Communication Eule, 2% CFR 1810.1200. Consult
Section 15 fer the nature of the hazardis).

INGREDIENT (S} CRS # APPROX. %

2-Butoxyethanol 111-7&6-2 20-40

EMERGENCY OVERVIEW:

WARMNING! Causes irritation teo skin and evyves. Combustible. May e harmful if
inhaled, swallowed or abscrbed through the skin. Aveoid prelonged or repeated
breathing of vaper. Do net get in eyes, on gkin, or on clething. Wear goggles
and face shield when handling. Use with adequate ventilation. Do net take
internally. Keep away [rom heat and open flame. FKeep contalner closed when
not in use.

Empty containers may contain residual product. Do not reuse container unless
properly reconditioned.

PRIMARY ROUTE(S) OF EXPOSURE: Eve, 3kin, Inhalation

EYE CONTACT: Can cause moderate to severe irritatien.
SKIN COMTACT : May cause irritation with prolonged centact.
Can e harmful if aksorked.
INGESTIOWN: Can cause central nervous system depression, nausea,

dizziness, vomiting or unconsciocusness depending on the
length of exposure and on the first aid acticon given.
Can cause liver, kidney damage.
May cause red blcood cell hemolysis.

INHALATION: May cause irritation te the resplratory tract and lungs.

SYMPTOMS OF EXPOSURE:
ACUTE: Inhalatien of high concentrations of Z-butoxyethancl can cause nausea,
dizziness, veomiting, stupoer or uncensciousness.

CHRONIC: FERepeated or prolonged exposure to 2-butoxyethanel can result in
injury teo liver, kidney or red blood cells (hemolysis).
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Prolenged skin ceontact with oxyalkylated organic ester may cause dermatitis.

AGGRAVATION OF EXISTING CONDITIONS: Skin contact may aggravate an existing
dermatitis.

EYES: Immediately flush with water for at least 15 minutes while
helding eyelids open. Call a physician at once.

SKIN: Wash thoroughly with secap and rinse with water. Call a
physician.

INGESTION: Induce vomiting. Give water. Call a physician.

INHALATION: Remocve to fresh air. Treat symptoms. Call a physician.

NOTE TO PHYSICIAN: Based on the individual reactions of the patient, the
physician's judgment should e used to contrel symptoms and clinical cendition.

CAUTION: If unceonscious, having troukle breathing or in cenvulsions, deo not
induce vomiting or give water.

UEL 10.8% LEL 1.1%

EXTINGUISHING MEDIA: Based on the NFPA guide, use dry chemical, feoam, carbon
dioxide or other extinguishing agent suitable for Class B fires. Use water to
cool containers exposed teo Lire. For large fires, use water spray or fog,
thoreughly drenching the burning material.

UNUSUAL FIREE AND EXPLOSICNMN HAZARD: Containers exposed in a fire should be
cooled with water to prevent vaper pressure buildup leading te a rupture.

IN CASE OF TRANSPORTATION ACCIDENTS, CALL THE FOLLOWING 24-HOUR TELEPHONE
NUMBER (800) I-M-ALERT or ([800) 462-5373.

SPILL CONTROL AND RECOVERY:
Small liquid spills: Ceontain with absorbent material, such as clay, scil or
any commercially available absorbent. Shovel reclaimed liquid and absorbent

inte recovery or salvage drums for dispesal. Refer te CERCLA in Secticn 15.

Large liquid spills: Dike to prevent further movement and reclaim inte recovery
or salvage drums or tank truck for disposal. ERefer te CERCLA in Section 15.

For large indeor spills, evacuate emplovees and ventilate area. Those
respensikle for control and recovery should wear the protective sequipment
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PRODUCT

EC9527A COREXIT 9527

NALCO/EXXON
ENERGY CHEMICALS, L.R

Emergency Telephone Number
Medical (800) 462-5378 (24 hours)

(800) -M-ALERT

specified in Section 8

Storage Keep container closed when not in use.

SECTICON 08 EXPOSURE CONTROLS AND PERSONAL PROTECTION
RESPIRATCRY PROTECTIOM: Use either a chemical cartridge respirator with a
black cartridge or supplied air.

For large spills, entry inte large tanks, vessels or enclosed small spaces
with inadequate ventilaticn, a pesitive pressure, self-contained breathing
apparatus is recommended.

VENTILATION: General ventilation is receommended. Additicnally, local exhaust
ventilation is recommended where vapers, mists or asrosels may be released.

PROTECTIVE EQUIPMENT: Wear lmpermeable gloves, apron and chemical splash
goggles. Examples of impermeable gloves avallable on the market are neoprene,
nitrile, PVC, natural rubber, wviton and butyl (compatibility studies have not
been performed). A full slicker suit is recommended if gross exposure is
pessible.

The availakility of an eve wash fountain and safety sheower ls recommended.

If clothing is contaminated, remove clothing and thoroughly wash the affected
area. Launder contaminated clothing before reuse.

HUMAN EXPOSURE CHARACTERIZATION: Based on Nalce's recommended product
application and cur recommended perscnal protective equipment,
the potential human exposure is: MODERATE.

SECTION 0% PHYSICAL AND CHEMICAL PROPERTIES

ODOR =
DENSITY:

SOLUBILITY IN WATER:

SPECIFIC GRAVITY:
VISCOSITY:

POUR POINT:
BOILING POINT:
FLASH POINT:
WAPOR PRESSURE:

EVAPORATICHN RATE

Clear teo slightly hazy amber
Liquid

Mild

8.2-8.5 lbs/gal.

Soluble

0.%98-1.02 @ &0 Degrees F
160 cat @ 32 Degrees F,
65 cst @ 60 Degrees F,
22 cst @ 100 Degrees F
Less than -40 Degrees F
340 Degreses F

163 Degrees F (TCC)

Less than & mm Hg

{Less than 0.1 pesil) @ 100 Degrees F ASTM D-445
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(BUAc = 1): 0.1

NOTE: These physical properties are typical wvalues for this product.

INCOMPATIBILITY: Avoid contact with strong oxidizers (eg. chleorine, peroxides,
chromates, nitric acid, perchlorates, concentrated oxXygen, permanganates)
which can generate heat, fires, explosions and the release of toxic fumes.

STORAGE: Prevent contact with zinc, magnesium, and galvanized metals.

THERMAL DECOMPOSITICON PRODUCTS: In the event of combustion CO, CO2, may be
formed. Do not breathe smeoke or fumes. Wear sultable protective equipment.

TOXICITY STUDIES: Texicity studies have been conducted on this product
along with teoxicity studies of the ingredient(s) in Section 2. The results
are shown below.

ACUTE ORAL TOXICITY (ALBINO RATS):

z-Butoxyethanol LD50 = 470 mg/ky

ACUTE DERMAL TOXICITY (ALEINO RABBITS) :
Z-Butoxvethanol LD50 = 222 mg/kg

Product LD50 = Greater than 1,000 mg/kg

ACUTE INHALATION TOXICITY (ALBINO RATS) :
2-Butoxyethanol LC50 = 700 ppm (7-hour exposure)

If released inte the envircnment, see CERCLAE in Secticon 15.

DISPOSAL: If this product becomes a waste, 1t dees net meet the criteria of
a hazardous waste as defined under the Resource Conservation and Recovery Act
(RCRA) 40 CFE 261, since it does ncot have the characteristics of Subpart C,
ner ig it listed under Subpart D.

As a non-hazardous ligquid waste, it should be sclidified with stakilizing
agents (such as sand, fly ash, or cement) so that ne free liquid remains
before disposal to an industrial waste landfill. A non-hazardeus liguid
waste can alse be incinerated in accerdance with local, state and federal
regqulations.

PROPER SHIPPING NAME/HAZARD CLASS MAY VARY BY PACKAGING, PROPERTIES,
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AND MCDE OF TRANSPORTATICN. THIS PRCDUCT IS REGULATED IN THE U.S3. ONLY
WHEN SHIPPED IN CONTAINERS EXCEEDING 112 GALLONS OR £32 POUNDS CAPACITY OR
WHEN THE PACKAGE EXCEEDS THE REPORTABLE QUANTITY. TYPICAL PROPER SHIPPING
NAMES FOR THIS PRODUCT ARE:

ALL TRANSPORTATION MODES : COMBUSTIEBLE LIQUID, M.O.S.
{UNLESS SPECIFIED BELCW)

AIR TRAMSPORTATION :  PRODUCT IS NOT REGULATED
{IATR/ICRD) DURIMNG TRANSPORTATION
MARINE TRANSPORTATION :  PRODUCT IZ NOT REGULATED
{ TMDG/ IMO) DURING TRANSPORTATION
UN/ID IO : NA 1883

HAZARD CLASS - PRIMARY ¥ 3 - COMBUSTIBLE LIQUID
PACKING GROUP : III

IMDG PAGE NO : N/R

IATR PACKING INSTRUCTION : CARGO: N/A

IATA CARGO AIRCEAFT LIMIT : NO LIMIT (MAX NET QUANTITY PER PACKAGE)
FLASH POINT : 1le3 F Taed ©
TECHNICAL NAME(S) :  GLYCOL ETHER
RQ LBS (PEER PACKAGE) :  MNOME

R COMPONENT (S) : NONE

The fellowing regulations apply to this product.

FEDERAL REGULATIONS:

OSHA HAZARD COMMUNICATION RULE, 2% CFR 1910.1200:

Based on our hazard evaluation, the fellowing ingredient in this preoduct
iz hazardous and the reason is ghown below.

Z-Butoxyethancl - Irritant, systemic effects, combustikle
2-Butoxyethanol = TWA 25 ppm, 121 mg/m3 (skin) ACGIH/TLV

2-Butoxvethancel = TWA 25 ppm, 120 mg/m3 (skin) OSHA/PEL

CERCLA/SUPERFUND, 40 CFR 117, 302:
Notificatioen of spills of this product ig not required.

SARA/SUPERFUND AMENDMENTS AND RERUTHORIZATION ACT OF 1986
(TITLE ITI) < SECTIONS 3602, 211, 212 AND 313:

SECTION 302 - EXTREMELY HAZARDOUS SUBSTANCES (40 CFR 355) :

This product deoes not contain ingredientes listed in Appendix A and B as an
Extremely Hazardeous Substance.
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SECTIONS 311 and 312 - MATERIAL SAFETY DATA SHEET REQUIREMENTS (40 CFR 370):
our hazard evaluation has found this product to ke hazardous. The preduct
should be reported under the feollowing EPA hazard categories:

XX Immediate (acute) health hazard
XX Delayed (chronic) health hazard
XX Fire hazard

-- Sudden release of pressure hazard
-- Reactive hazard

Under SARA 311 and 312, the EPA has established Chresheld quantities for the
repoerting of hazardous chemicals. The current threshelds are: 500 pounds or
the thresheld planning quantity (TPQ) , whichever is lower, for extremely
hazardous substances and 10,000 pounds for all other hazardous chemicals.

SECTION 313 - LIST OF TOXIC CHEMICALS (40 CFR 372):
This product containsg the folleowing ingredient(z), (with CA3 # and % rangs)
which appearis; on the List of Toxic Chemicals.

Glycol ethers 20-40 Mo CAS #

TOXIC SUBSTAMNCES CONTROL ACT (TSCA):
The chemical ingredients in this product are on the 8(bk) Inventory List
(40 CFR 710).

RESOURCE CONSERVATION AND RECOVERY ACT (RCRA), 40 CFR 261 SUEPART < & D:
Consult Sectien 13 for RCRA classification.

FEDERAL WATER PCLLUTION CONTROL ACT, CLEAN WATER ACT, 40 CFR 401.15/ formerly
Sec. 307, 40 CFR 1l1ls/formerly Sec. 311:
Nene of the ingredients are specifically listed.

CLEAN AIR ACT, Sec. 111 (40 CFR &0, Sec. 112 (40 CFR 61, 1950 Amendments) ,

Sec. 611 (40 CFR 82, CLASS I and II oOzone depleting substances):
This product contains the following ingredients covered by the Clean Alr Act:

2-Butoxyethanol - Sectiem 111
Glyoel ethers (Z2-Butoxyethanol) - Section 112

STATE REGULATIONS:

CALIFORNIA PROPOSITION 65:

This product deoes not contain any chemicals which require warning under
California Proposition 65.

MICHIGAN CRITICAL MATERIALS:

This product deoes not contain ingredients listed on the Michigan Critical

Materials Register.

STATE RIGHT TO ENCW LAWS:
The following ingredient (s) are disclosed for compliance with State Right To
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PRODUCT
EC9527A COREXIT 9527
NALCO/EXXON = P —
mergency Telephone Number
ENERGY CHEMICALS, L.R Medical (800) 462-5378 (24 hours) (800) FM-ALERT
Enow Laws:
2-Butoxyethanol 111-76-2

INTERNATICHNAL REGULATIONS:

This is a WHMIS controlled preoduct under The Housge of Commens of Canada Bill
C-70 (Class D2B and Class B3). The product ceontains the following substance(s),
from the Ingredient Discleosure List or has been evaluated based on its
toxicological properties, to contain the felleowing hazardeous ingredient(s) :

Chemical MName CAS # % Concentration Range

2-Butoxyethanol 111 -F6=2 20-40

Due te our commitment to Product Stewardship, we have evaluated the human
and environmental hazards and exposures of this product. Based on our
recommended use of this product, we have characterized the product's general
risk. This information should provide assistance for your own risk
management practices. We have evaluated cur product's rigk as fellows:

* The human risk is: MODERATE.
*# The environmental risk is: LOW.

Ay use inconsistent with Nalco's recommendations may affect our risk
characterization. OCur sales representative will assist yvou to determine if
yvour product application is conesistent with our recommendatiens. Together
we can implement an appropriate risk management process.

This product material safety data sheet provides health and safety
infermation. The product is to be used in applications ceonsistent with
our product literature. Individuals handling this preduct sheould be
informed of the recommended safety precautions and should have access
Lo this information. For any other uses, exposures should be evaluated
so that appropriate handling practices and training programs can be
estakblished to insure safe workplace operaticns. Please consult your
local sales representative for any further information.

Threshold Limit Values for Chemical Substances and Physical Agents and
Biclegical Exposurs Indices, American Conference of Governmental
Industrial Hygienists, OH.
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Hazardous sSubstances Data Bank, Natienal Likrary of Medicine, Bethesda,
Maryland (CD-ROM version), Micromedex, Inc., Englewcod, CO.

IARC Monoegraphs on the Evaluation of the Carcinogenic Risk of Chemicals
to Man, Geneva: World Health Organization, International Agency for
Research on Cancer.

Integrated Risk Infermaticn System, U.S. Envirenmental Protection Agency,
Washington, D.C. (CD-ROM version), Micromedex, Inc., Englewooed, CO.

Ennual Report on Carcinegens, Naticnal Texiceology Program, U.S. Department
of Health and Human Services, Public Health Service.

Title 25 Code of Federal Regulatiens, Part 1910, Subpart Z, Toxic and
Hazardous Substances, Occupational Safety and Health Administration (OSHA) .

Registry of Toxic Effects of Chemical Substances, Natiomal Institute for
Occupational Safety and Health, Cincinnati, Ohic (CD-ROM wversion) ,
Micreomedex, Inc., Englewoed, CO.

Shepard's Catalog of Teratogenic Agents (CD-RCM version),
Micromedex, Inc., Englewceod, CO.

Suspect Chemicals Sourcebook (a guide to industrial chemicals covered
under majer regulatory and advisery programs), Roytbech Publications
ta Divigion of RAriel Corperation), Bethesda, MD.

The Teratogen Informaticn System, University of Washington, Seattle,
Washington (CD-ROM wversion), Micromedex, Inc., Englewood, CO.

PREPARED BY: William S. Utley, FhD., DABT, Manager, Product Safety
DATE CHAMNGED: 11/06/19%7 DATE PRINTED: 03/28/12%%9
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TRADE NAME: ECS500& COREXIT 8500
DESCRIPTION: A blend of oxvalkylate pelymers, organic sulfonic acid salt,
substituted fatty ester, glycel ether, and aliphatic hydrocarbon

NFPR 704M/HMIS RATING 1,/1 HEALTH 1/1 FLAMMAEBILITY O/0 REACTIVITY 0 OTHER
O=Insignificant 1=81ight 2=Moderate 3=High 4=Extreme

Cour hazard evaluation has identified the feollewing chemical ingredient(s) as
hazardeus under OSHA's Hazard Communication Rule, 2% CFR 1210.1200. <Consult
Secticn 15 for the nature of the hazardis) .

INGREDIENT (S} CAS # APPROX. %

Hydrotreated light distillate 64742 -47-8 20-40

EMERGENCY CVERVIEW:

CAUTION! May cause irritation teo skin and eyes. Aveoid contact with skin,
eyes, and clothing. Aveld prolonged or repeated breathing of wapoer. Use with
adequate ventilatien. Do net take internally.

Empty containers may contain residual product. Do not reuse container unless
properly reconditiconed.

PRIMARY ROUTE(S) OF EXPOSURE: Eve, Skin, Inhalation

EYE CONTACT: Can cause mild, shert-lasting irritation.
SKIN COMNTACT : May cause irritatien with preolonged centact.

SYMETOMS OF EXPOSURE:
ACUTE: Inhalatiecn of high concentraticons of hydrotreated light distillate can
cause nausea, dizziness, vemiting, stupor ¢r uncenscicusness.

CHRONIC: Prolonged skin contact with hydrotreated light distillate can cause
dry skin and defatting resulting in irritaticn and dermatitis.

AGGRAVATION OF EXISTING CONDITIONS: A review of available data does not
identify any worsening of existing conditions.

EYES: Flush with water for 15 minutes. <Call a physician.

SKIN: Wash theroughly with seap and rinse with water. Call a
rhysician.

INGESTION: Do net induce vomiting. Give water. <Call a physician.
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INHALATION: Remove to fresh air. Treat symptoms. Call a physician.

NOTE TO PHYSICIAM: Based on the individual reactions of the patient, the
physician's judgment should e used to contrel symptoms and clinical cendition.

CAUTION: If unceonscicus, having trouble breathing or in cenvulsions, de not
induce vomiting or give water.

FLASH POINT: 210 Degrees F [PMCC) ASTM D-93

EXTINGUISHING MEDIA: Based on the NFPA guide, use dry chemical, foam, carbon
dioxide or other extinguishing agent suitable for Class B fires. Use water to
cool containers expeosed to fire. For large fires, use water spray or fog,
thoreughly drenching the burning material.

UNUSUAL FIRE AND EXPLOSION HAZARD: May evolve S0x under fire conditions.

IN CASE OF TRANSPORTATION ACCIDENTS, CALL THE FOLLOWING 24-HOUR
TELEPHOMNE NUMBER (800) I-M-ALERT or (800) 462-5378.

SPILL CONTROL AND RECOVERY:

Small ligquid spills: Ceontain with absorbent material, such as clay, scil or
any commercially available absorbent. Shovel reclaimed liquid and absorbent
inte recovery or salvage drume for disposal. ERefer te CERCLA in Section 15.

Large ligquid spills: Dike to prevent further movement and reclalm inte recovery
or salvage drums or tank truck for disposal. Refer te CERCLA in Section 15.

For large indoor spills, evacuate employees and ventilate area. These
respensible for control and recovery should wear the protective equipment
specified in Secticn 8.

Storage : Keep container closged when not in use.

RESPIRATCORY PROTECTIOM: Resplratery pretection is net normally needed since the
velatility and texicity are low. IL significant mists are generated, use either
a chemical cartridge respirator with a dust/mist prefilter or supplied air.

For large epills, entry inte large tanks, vessels or enclosed small spaces

with inadequate ventilaticm, a positive pressure, self-contained breathing
apparatus is recommended.
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VENTILATION: General wventilation is recommendesd.

PROTECTIVE EQUIPMENT: Use ilmpermeable gloves and chemical splash goggles when

attaching feeding equipment, doing maintenance or handling product. Examplesz of
impermeable gloves available on the market are neoprene, nitrile, PVC, natural

rubber, wviten and butyl (compatibility studies have not been performed).

The availability of an eye wash feuntain and safety shewer ls recommended.

If clothing is contaminated, remove clothing and thoroughly wash the affected
area. Launder contaminated clothing before reuse.

HUMAN EXPOSURE CHARACTERIZATION: Based on Nalceo's recommended product
application and ocur recommended perscnal protective equipment,
the potential human expesure is: MODERATE.

COLOR: Clear to slightly hazy amber

FORM ; Liquid

ODOR ¢ Hydrocarhon

SOLUBILITY IMN WATEE: Completely

SPECIFIC GRAVITY: 0.85 @ 60 Degrees F ASTM D-1298
WISCOSITY : 177 ceb @ 32 Degrees F,

70 cst @ &0 Degrees F,
27 ¢st @ 100 Degrees F

PCOUE POINT: Less than -71 Degrees F ASTM D-37
BOILING POINT: 286 Degrees F @ 760 mm Hg ASTM D-8¢
FLASH POINT: 210 Degrees F (PMCC) ASTM D-23
WAPOR PRESSURE: 15.5 mm Hg (0.3 p=g) @ 100 Degresz F ASTM D-323

INCOMPATIBILITY: Aveld water contamination which may cause gelling.

Avoid contact with strong oxidizers (egq. chlorine, peroxides, chromates,
nitric acid, perchleorates, concentrated oxygen, permanganates) which can
generate heat, f[ires, explosicons and the release of toxic fumes.

THERMAL DECOMPOSITICW PRODUCTS: In the event of combusticon CO, C02Z, 20x,
may be formed. Do neot breathe smoke or fumes. Wear suitable protective
equipment.

SECTION 12 ECOLOGICAL INFORMATION
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If released into the enviranment, see CERCLA in Section 15.

DISPOSAL: If this product becomes a waste, 1t dees net meet the criteria of
a hazardous waste as defined under the Resource Conservation and Recovery Act
(RCRA) 40 CFR 261, since it does ncot have the characteristics of Subpart C,
ner is it listed under Subpart D.

Az a non-hazardous liquid waste, it should ke sclidified with stakilizing
agents (such as sand, fly ash, or cement) so that ne free liquid remains
before disposal to an industrial waste landfill. A non-hazardous ligquid
waste can alsce e incinerated in acceordance with local, state and federal
requlations.

PROPER SHIPPING NAME/HAZARD CLASS MAY VARY BY PACKAGING, PROPERTIES,
AND MCDE OF TERANSPORTATION. TYPICAL PROPER SHIPPING MAMES FORE THIZ
PRODUCT ARE:

ALL TRANSPORTATION MODES : PRODUCT IS NOT REGULATED
DURING TEANSPORTATION

The following regulations apply to this product.

FEDERAL REGULATIONS:

OSHA HAZARD COMMUMNICATION RULE, 2% CFR 1210.1200:

Based on our hazard evaluation, the feollowing ingredient in this preduct
is hazardous and the reason is shown below.

Hydretreated light distillate - skin irritant

Hydrotreated light distillate = TWA 5 wg/m3 ACGIH/TLV

Hydreotreated light distillate = TWA 5 mg/m3,
STEL 10 mg,/m3, OSHA/PEL

CERCLA/SUPERFUND, 40 CFR 117, 302:
Notificaticen of spills of this preduct is not required.

SARA /SUPERFUND AMENDMENTS AND REAUTHORIZATION ACT OF 1986
(TITLE III) - SECTIONS 302, 311, 312 AND 313:

SECTION 302 - EXTREMELY HAZARDOUS SUBSTANCES (40 CFR 355):
This product deoes not contain ingredients listed in Appendix A and B as an
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Extremely Hazardous Substance.

SECTIONS 311 and 312 - MATERIAL SAFETY DATA SHEET REQUIREMENTS (40 CFR 370):
Cur hazard evaluation has found this product to ke hazardous. The preoduct
should be reported under the following EPA hazard categories:

XX Immediate (acute) health hazard
-- Delayed (chronic) health hazard
-- Fire hazard

-- Sudden release of pressure hazard
-- Reactive hazard

Under SARA 311 and 312, the EPA has established tresheld quantities for the
reporting of hazardeous chemicals. The current threshelds are: 500 pounds or
the threshcld planning quantity (TPQ) , whichever is lower, [or extremely
hazardous substances and 10,000 pounds for all other hazardous chemicals.

SECTION 313 - LIST OF TOXIC CHEMICALS (40 CFR 372):
This product deoes not contain ingredients on the List of Texic Chemicals.

TOXIC SUBSTANCES CONTROL ACT (TSCA):
The chemical ingredients in this product are on the §(h) Inventory List
(40 CFR 710).

RESOURCE CONSEEVATION AND RECOVERY ACT (RCRA), 40 CFR 281 SUBPART C & D:
Consult Section 13 for RCRA classification.

FEDERAL WATER PCLLUTION COMNTROL ACT, CLEAN WATER ACT, 40 CFR 401.15/ formerly

Sec. 307, 40 CFR 11lé/formerly Sec. 311:

Nene of the ingredients are specifically listed.

CLEAN AIR ACT, Sec. 111 (40 CFR 60), Sec. 112 (40 CFR &1, 1990 Amendments),
Sec. 611 (40 CFR 82, CLASS I and II Ozene depleting substances):

Thisg product dees not contain ingredients covered Dy the Clean Air Act.

STATE REGULATIONS:

CALIFORNIA PROPOSITION &5:

Thig product dees not contain any chemicals which require warning under

California Proposition 65.

MICHIGAN CRITICAL MATERIALS:

This product deoes noet contain ingredients listed on the Michigan Critical

Materials Register.

STATE RIGHT TO KNOW LAWS:
This product deoes not contain ingredients listed by State Right To Know Laws.

INTERNATICMNAL REGULATIOMNS:

This is a WHMIS controlled product under The House of Commeons of Canada Bill
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C-70 (Class D2B). The product contains the felleowing substance(s), from the
Ingredient Discleosure List or has been evaluated baszed on its toxicolegical
properties, to contain the feollowing hazardous ingredient(s):

Chemical Name CRS # % Concentration Range

Hydrotreated light distillate 54742-47-8 20-40

Cue to our commitment to Product Stewardship, we have esvaluated the human
and environmental hazards and expeosures of this product. Based on our
recommended use of this product, we have characterized the product's general
risk. This information sheould provide assistance for your own risk
management practices. We have evaluated cur product's risk as feollows:

* The human risk is: MODERATE.
* The environmental risk is: LOW.

Any use inconsistent with Nalco's recommendations may affect our risk
characterization. Our sales representative will assist you to determine if
your product application is coneistent with cur recommendaticons. Teogether
we can implement an apprepriate risk management process.

This product material safety data sheet provides health and safety
infoermation. The product is to be used in applications censistent with
our product literature. Individuals handling this product should be
infermed of the recommendsd safety precauticons and should have access
te this information. For any other uses, expeosures should be evaluated
so that appropriate handling practices and training programs can be
estabklished to insure safe workplace operatiecns. Please consult your
local sales representative for any further information.

Thresheld Limit Values for Chemical Substances and Physical Agents and
Biclegical Exposurs Indices, American Conference of Governmental
Industrial Hygienists, CH.

Hazardeous Substances Data Bank, Maticnal Likrary of Medicine, Bethesda,
Maryland (CD-ROM version), Micromedex, Inc., Englewocod, CO.

IARC Monographs on the Evaluatien of the Carcinegenic Risk of Chemicals

to Man, Geneva: World Health Organization, Intermational Agency for
Research on Cancer.
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Integrated Risk Infermaticn System, U.3. Envirenmental Preotection Agency,
Washington, D.C. (CD-ROM version), Micromedex, Inc., Englewooed, CO.

Annual Report on Carcinegens, Naticnal Texicelogy Program, U.S. Department
of Health and Human Services, Public Health Service.

Title 28 Code of Federal Regulatiens, Part 1910, Subpart Z, Toxic and
Hazardous Substances, Occupational Safety and Health Administration (OSHA) .

Registry of Toxic Effects of Chemical Substances, National Institute for
Occupational Safety and Health, Cincimnati, Ohic (CD-RCOM version)
Micromedex, Inc., Englewoced, CO.

Shepard's Catalog of Teratogenic Agents (CD-RCM version),
Micromedex, Inc., Englewoced, CO.

Suspect Chemicals Scurcebook (a guide to industrial chemicals covered
under majeor regulateory and advisery programs), Royvtech Publicatiens
ta Divigion of Ariel Corporation), Bethesda, MD.

The Teratogen Information System, University of Washington, Seattle,
Washington (CD-ROM version), Micromedex, Inc., Englewood, CO.

PREPARED BY: William S. Utley, PFhD., DABT, Manager, Product Safety
DATE CHAMNGED: 01/06/19%8 DATE PRINTED: 03/23/19%9
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